
Shock Position

Surface Smooth Med. Rough

Traction: High Med. Low

Size: Tight Med. Open

Watered: Yes No

Front Shocks

Weight / Balance

Wheels / Tires

Tire Type __________________

Insert _____________________

Tire Type ___________________

Insert ____________________

Wheel ____________________ Wheel ______________________

Weight Bias:    Front _____ %    Rear _____ %    Weight: _______ lbs.

Car / Track Comments

1100 Klein Rd, Plano, TX 75074
1-888-TRAXXAS, www.Traxxas.com

090708  KC1225

Ride Height ____________

Rear SuspensionFront Suspension

In

Out

In

Position 1

Position 2

Position 3

Position 4

Position 5

Upper*

Lower

3 4 521

Out

RearFront

______°

Toe Angle Camber

setup sheet

Track Conditions

Shock Position

Shock Position

Negative 

Driver:______________________________

Date: ______________Air Temp: ________

Event: ______________________________

Track / City: ________________________

Qual. / Finish: ________________________

Ride Height ____________

Camber

Negative _____°

Springs (Color) ___________________   

Battery Placement

Length __________mm

Oil __________wt

(END TO END)

Rear Shocks

Roll Center

Motor ______________________

Battery _____________________

ESC _______________________

Rear Differential___________________________________________

Driveshafts _______________________________________________

Pinion ______________________

Spur ________________________

Slipper ______________________

Motor / Drivetrain

Front Rear

Hub Carrier Shock Tower

Type ______________________

Body

Springs (Color) ___________________   Length __________mm

Oil __________wt

Piston: 2-hole Piston: 3-hole

(END TO END)

Piston: 1-hole

UpperUpper

LowerLower

_____°

*requires shock tower trim at dotted line

Piston: 2-hole Piston: 3-holePiston: 1-hole


	Reset Form: 
	Driver: Justin Foell
	Date: Mar. 2, 2019
	Air Temp: 70*F
	Event: March Trophy Race
	Track/City: Thunder Road / St. Cloud, MN
	Qualifier/Finish: Qual 2nd / Finish 1st
	Surface: smooth
	Traction: High
	Size: Open
	Watered: No
	Front Toe Angle: Yes
	Toe Angle Degrees: 1
	Front Camber Angle: 2
	Front Shock Position: Yes
	Front Ride Height: 23mm
	Rear Shock Position: 4
	Camber Angle: 2
	Rear Ride Height: 20mm
	Front Springs Color: 6857
	Front Shock Length: 84.5
	Front Oil Weight: 600cSt
	Front Pistons: 1-hole
	Rear Springs Color: 5858
	Rear Shocks Length: 98.5
	Rear Oil Weight: 500cSt
	Rear Pistons: 2-hole
	Front Weight Bias: 39
	Rear Weight Bias: 61
	Weight: 2655g
	Battery Placement: Rear
	Hub Carrier: Upper
	Shock Tower Position: Lower
	Front Tire Type: 5885A
	Front Insert: 
	Front Wheel: 
	Rear Tire Type: 5883A
	Rear Insert: 
	Rear Wheel: 
	Motor: Stock Titan 550
	Pinion: 19t
	Battery: Nano-Tech 4.6Ah Shorty
	Spur: 90t
	ESC: Stock XL-5
	Slipper: Full tight minus 1/4 turn
	Rear Differential: Stock with Bad Horsie Diff Grease
	Driveshafts: Stock
	Body Type: "Unbreakable" V2
	Comments: TrackStar TS-900 servo, XRAY X-Stiff servo saver. 
Nerf bars removed, "Unbreakable" body installed https://www.facebook.com/groups/rcmaniacs/ with Pro-Line Body Mounts.
Electrical tape around outside of front tires, SXT 3.0 "Max" traction compound. 
MeatballRacing.com XL-5 motor fan mount and WTF "Blow Harder" 30mm fan.
One JConcepts #2295 short (3.25mm) shock limiter inside each shock.


